Lieisure Line Coal
Stoker Stoves

Instruction,
Maintenance &

Safety Manual



Thank you for purchasing a Leisure
Line coal stoker stove. You will find
that with a little care & maintenance
your stove will give you many years of
very affordable heat. Please make sure
you thoroughly read this stove
instruction manual & the operation
manual of the carbon monoxide
alarm!!!

* Please return your warranty card
upon receiving stove

Never burn your coal stoker
without having a working CO
alarm!!!



PREVENT HOUSE FIRES
INSTALL AND USE ONLY IN ACCORDANCE WITH THE

MANUFACTURER'S INSTRUCTIONS AND LOCAL BUILDING CODES

LEISURE LINE STOVE CO., INC.

BERWICK, PA 18603
STOKER STOVES
ALSO FOR USE IN MOBILE HOMES

MODEL: [(JPOCONO [JPIONEER
OHEARTH [OHYFIRET

[JECONO 1 JHYFIREII SERIAL NO

[JECONO SIDEWINDER

U. S. ENVIRONMENTAL PROTECTION AGENCY

FUEL: RICE COAL

THIS HEATER IS ONLY FOR BURNING COAL. USE OF ANY OTHER SOLID FUEL
EXCEPT FOR COAL IGNITION PURPOSES IS A VIOLATION OF FEDERAL LAW.

Intertek Testing, Middleton, WI 53562
CONAM Inspection, Inc., Auburn, MA 01501

TESTED 8/96 (HYFIRE TESTED 12/96) TO ANSU/UL 1482, CSA B366-M1979
CHIMNEY TYPE: MINIMUM 6 INCH DIAMETER APPROVED LOW HEAT RESIDENTIAL TYPE ALL FUEL. —CHIMNEY

CONNECTOR: 6 INCH DIAMETER 24 GAUGE BLUE OR BLACK STEEL. INSTALL AT LEAST 18 INCHES FROM CEILING.

SPECIAL METHODS ARE REQUIRED WHEN PASSING THROUGH A WALL OR CEILING. SEE INSTRUCTIONS AND

BUILIDING CODES. SEE INSTRUCTION MANUAL FOR MOBILE HOME INSTALLATION.

INSTALL WITH MINIMUM FREESTANDING MODE
CLEARANCE TO WALL AS

SHOWN (IN INCHES)
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CONTACT YOUR LOCAL BUILDING
OR FIRE OFFICIALS ABOUT
RESTRICTIONS AND INSTALLATION

INSPECTION IN YOUR AREA

What is Carbon Monoxide?

- Carbon monoxide (CO) is an odorless, colorless,
poisonous gas created when any fuel is burned - gasoline,
propane, natural gas, oil, wood, coal and even tobacco.
When combustion air is limited, more CO is produced.
Serious problems can develop when combustion by-
products are not properly vented outside the house.

‘What are the Effects of CO exposure?

-  When you breathe CO, it enters your bloodstream
through your lungs and attaches to red blood cells. The
early symptoms of carbon monoxide poisoning are often
mistaken for the flu - headache, dizziness, weakness,
nausea, vomiting, sleepiness, and confusion.

Treatment for CO poisoning

- Any person who is suspected to have CO poisoning should
leave the potentially dangerous environment, get fresh air
immediately and seek care of a physician. Acute CO
poisoning is usually treated by breathing in oxygen.
When CO poisoning is severe, high pressure oxygen
therapy in a special “hyperbaric chamber” may be used.



Assembly for Econo I & Econo Sidewinder
The simplicity of the Leisure Line stoker stove is what makes our unit
user friendly.
Before starting, remember to remove the ash bucket from the stove, as
well as the hopper from its box. Everything needed to assemble the
stove is in the ash pan and hopper box.
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90 DAY WARRANTY!!

Assembly begins with installing the feeder. Back out the 4pes. /2” x
%” (7/16) bolts that are located in the feeder offset box. Insert the
feeder; grate first, into the back of the stove. Reinstall the four (4)
bolts into the offset box to hold the feeder in place. Snug up the bolts
so the gasket compresses, do not over tighten.

Next, secure the self adhesive hopper gasket onto the bottom of the
hopper where it sets on the feeder. This will stop any vibration.
Remove the two (2) %" nuts (wing nuts) and two (2) washers from the
bolts at the back of the stove (near the top of the back). Now install
the hopper in its location and place the washer and nut back on the
bolt. Tighten. Unit comes with or without a thermostat. Now install
the glass. Place the self-adhesive gasket on both side of the glass.
‘Wrap the glass completely with the gasket. Take the 4 glass bolts and
brackets out of the backside of the door. Install the glass and replace
and snug the bolts. ) ! ) 4
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Warning: Improper installation,
adjustments, alterations, service
or maintenance of stove or power
venter can cause property
damage, personal injury or loss of
life. Installations and service
must be performed by a qualified
installer or service agency.
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Assembly for Hearth
'The simplicity of the Leisure Line stoker stove is what
user friendly.
Before starting, remember to remove the ash bucket fi
well as the hopper from its box. Everything needed to as
is in the ash pan and hopper box.
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Assembly begins by installing the A125/212 cfin bl
bottom of the back of the stove. The easiest way is to leax
forward against a wall or secure object. You will find fou
screws or nuts. Back the screws completely out, place th
the air scoops upward against the stove, lining up the mo
with the rubber grommets on the blower. Reinstall the f
tightly to prevent any vibration.

Installation of the feeder (burner) unit is next. Ba
%" x %~ (7/16) bolts that are located in the feeder offset b
feeder; grate first, into the side of the stove. Reinstall th
into the offset to hold the feeder in place. Snug up the bo
compresses, do not over tighten.

Next, secure the self adhesive hopper gasket onto t
hopper where it sets on the feeder. This will stop any vib
the two (2) 4" x 1 2" bolts from the back of the stove (ne:
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